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- Writing instruction for one-page abstract –
○First and Last Names of the First Author1, Second Author2*, Third Author3“○” should be inserted in front of the presenter’s name

1Affiliation and department name, 2Affiliation and department name,
3Affiliation and department name


[Introduction]
This is an abstract writing template of the ”79th Annual Meeting on The Japanese Society of Agricultural Machinery and Food Engineers”. All the writing format on text, and table and figure captions are provided by the MS-Word style function. You can select a style if you start writing text or inserting tables and figures on the “Home” menu in MS-Word. All the components should be included in the one-page abstract.
The paper size is a portrait A4 type format (297 mm×210 mm) with the margin 25 mm for all boundaries. Writing font is “Times New Roman”.

[Materials and Methods]
Text block should be started making a break line after the “Affiliation and department name” block.
Headline block such as [Introduction], [Materials and Methods], [Results and Discussions], and [References] should be placed before writing the text block.25mm


[Results and Discussions]
Figure, Photo, or Table should be inserted according to the following manner. The caption should be place the next line of Figure, Photo, or Table (font size: 9 pt). 

Figure and photo











Fig. 1 Figure and photo caption (9 pt）

Table 1 Table caption (9 pt）
	Item
	Content
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	aaaa

	BBB
	bbbb



[References]
All references should be cited in the text. In the body text, use the reference number system (e.g., Example 1), Example 2-4). List of the references should be written by using 9 pt text below.25mm
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*E-mail: nogyoshokuryo@j-sam.org (9 pt)

Note: Please make and submit the PDF file including all the fonts used in your abstract. 
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